
BuzziBoard

The BuzziBoard is a magnetic and sound-insulating memo board that can be 
attached to metal surfaces or to both sides of a glass wall with no need for 
hooks or screws. You can use it to pin things up, to absorb sound or to darken 
your windows; in any case this multipurpose object invites you to use your 
imagination in the workplace or at home.

Design by Sas Adriaenssens

more pictures? click here  click
here



Questions? Don’t hesitate to contact your local agent or distributor  click
here    

BuzziBoard | Content
COMPOSITION
· 2 layers of felt
· anti skid
· 6 magnets
· metal strip - only necessary when mounting the BuzziBoard on a wall (76  x 6  x 0,05 cm | 29.92 x 2.36 x 0.02")

USE
· on a metal wall
· on a regular wall (cfr install. instructions: use the metal strip: 76 x 6 x 0,05cm | 29.92 x 2.36 x 0.02" )
· 2 BuzziBoards with glass wall in between: gauge of glass max. 10 mm | 0.39"

OPTIONS
· BuzziFelt

BuzziBoard | Ratings
· Flammability: BuzziFelt:             EN 13501-1 + A1: 2009
      ASTM E84 Class B certified
      BS476 Part 6 and 7 Class 0

· Acoustic:   

BuzziBoard | Useful Links

click
here    Price List       click

here    Warranty 

click
here    Install. instructions      

click
here    2D DWG click

here    3D Sketchup  

BuzziBoard

NRC 0.50 Noise	  Reduction	  Coefficient
Class D

SAA 0.51 Sound	  Absorption	  Average
αw 0.30 (MH)

Hz αs
125 0.01
250 0.00
500 0.28
1000 0.79
2000 1.00
4000 1.00

Classification	  of	  sound	  absorbers	  NEN-‐EN-‐ISO	  11654
A 0.90	  |	  0.95	  |1.0
B 0.80	  |	  0.85
C 0.60	  |	  0.65	  |	  0.70	  |	  0.75
D 0.03	  |	  0.55
E 0.15	  |	  0.25
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BuzziBoard | Dimensions & Weight 

 Size:  Weight:

 40 x 80 cm    0,8 kg

 15.75 x 31.50"  1.76 lbs

Packaging 83 x 42,5 x 4 cm  1,4 kg

(incl. BuzziBoard) 32.68 x 16.54 x 1.57"  3.09 lbs
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